
BLAST MACHINES
ABSC-18, 50, 100 & 200 AIRBLAST

Blast Machines

Airblast Blast Machines - Red
A range of high production single chamber blast machines are available, manufactured to suit the requirement of the 
industry. All machines are designed to guarantee fast filling, unrestricted airflow and easy access for inspection and 
maintenance. High precision abrasive metering valves give accurate delivery of all types of blasting media.

Features:

● Concave head and conical bottom allows easy filling and easy flow of all types of abrasives.

● Heavy duty pop-up valve to give quick response to pressurization.

● Lifting eyes for easy mobility.

● Special Designed Hose Connection for  easy maintenance.

● Mobility all machines mounted on large rugged wheels for easy manoeuvrability on site.

● Working pressure of 12 bar.

● A full range of Abrasive Metering Valves are available.

● Standard fitted with:
		 -	RCV-125 pneumatic operated Remote Control System incl. DMH-125 Deadman Handle and 20 meter twin-line

			 control hose c/w couplings.
-	Highly efficient Clearline Moisture Separator to prevent the entry of moisture and oil from the compressor into

the blast pot

● All machines are CE approved and supplied with full international test certification
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ORDERING INFORMATION

Standard Package including: Blast Machine with AP-7/Microvalve, RCV-125 Remote Control System incl. Silen-
cer, DMH-125 Deadman Handle and Remote Control Hose, Clearline Moisture Separator, Screen, Cover, Blast Hose 
Nozzle Holder and Coupling, Tungsten Carbide lined Blast Nozzle, HAF Helmet Air Filter, Helmet Air Hose, Blast Hel-
met with Spare Lenses, Leather/Cotton Overall and a pair of Leather Blasting Gloves.

Part no. Description

1019108 ABSC-18 System-3

1019214 ABSC-50 System-4

1019314 ABSC-100 System-5

1019414 ABSC-200 System-7

Part no. Description

1019103 ABSC-18 Blast machine with AP-7 (18 litre capacity). RCV-50 Remote Control System.
(Excl. Control Hose & Deadman Handle).

1019104 ABSC-18 Blast machine with AP-7 (18 litre capacity). RCV-50 Remote Control System & Clearline 
Moisture Separator. (Excl. Control Hose & Deadman Handle).

1019210 ABSC-50 Blast machine with Microvalve (50 litre capacity). RCV-125 Remote Control System.
(Excl. Control Hose & Deadman Handle).

1019211 ABSC-50 Blast machine with Microvalve (50 litre capacity). RCV-125 Remote Control System &
Clearline Moisture Separator. (Excl. Control Hose & Deadman Handle).

1019310 ABSC-100 Blast machine with Microvalve (100 litre capacity). RCV-125 Remote Control System.
(Excl. Control Hose & Deadman Handle).

1019311 ABSC-100 Blast machine with Microvalve (100 litre capacity). RCV-125 Remote Control System & 
Clearline Moisture Separator. (Excl. Control Hose & Deadman Handle).

1019410 ABSC-200 Blast machine with Microvalve (200 litre capacity). RCV-125 Remote Control System.
(Excl. Control Hose & Deadman Handle).

1019411 ABSC-200 Blast machine with Microvalve (200 litre capacity). RCV-125 Remote Control System & 
Clearline Moisture Separator. (Excl. Control Hose & Deadman Handle).

Above Machines/Systems are the standard range. Other executions are available on request, for further 
details please contact our Sales Department, tel.: +31 (0)72 5718002 or email: sales@airblast.com.

1144300 Twin line Control Hose, 5 mtr., coupled

1144400 Twin line Control Hose, 20 mtr., coupled

1144500 Twin line Control Hose, 40 mtr., coupled

1171000 ARC-H Pneumatic Deadman Handle - small type

1203000 DMH-125 Pneumatic Deadman Handle

SPECIFICATIONS

Model
Dimensions

(diameter x height in mm)
Capacity (ltr.) Weight (kgs.)

ABSC-18
ABSC-50 
ABSC-100
ABSC-200 

258 x 781
630 x 1150
800 x 1150
850 x 1450

18
50
100
200

40
77
105
161
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Overalls, Gloves, Cotton Blouse/Trouser/Hood
The Airblast Blasting Overall has been designed to enhance worker comfort 
and protect the worker from abrasive rebound.

The heavy duty blasting overalls are fitted with leather reinforced fronts of 
the sleeves & legs and have leather elbow pieces and a leather neck collar. 
The front can be closed by a double flap with velcro. The sleeves and legs 
can be closed with Velcro straps.

Available in the sizes S (50) - XXXL (60).

CE certified• 
Leather protection pieces• 
Double velcro closures• 
Comfortable fit • 

Gloves
Leather blasting gloves for optimum protection.

Cotton clothing
Cotton comfort blouse, trouser and hood to provide protection from dust and spray.

 

f 

 

ORDERING INFORMATION

LEATHER / COTTON OVERALLS

Part no. Description
4053700 LO-50, small
4053600 LO-52, medium
4053500 LO-54, large
4053400 LO-56, extra large
4053300 LO-58, extra extra large
4053200 LO-60, extra extra extra large

LEATHER GLOVES

Part no. Description
4047000 G-L/90 (pair)

COTTON CLOTHING

Part no. Description
4054000 Cotton blouse - heavy duty
4055000 Cotton trousers - heavy duty
4053300 Cotton comfort hood

Blasting & Painting Clothing
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Astro Blast Helmet

The Astro Blast Helmet is a compact lightweight (1.2 kg) blast helmet with a large 
flat lens which provides excellent vision without distortion. The Astro Blasting Helmet 
is your number one economy choice which meets standards worldwide including CE, 
Australian Standards and is approved by NIOSH. 

Tear off Lenses 
The Tear off Lenses system is a unique system of pre-folded tabs. This means workers 
can quickly tear off just one layered lens at a time. Contractors have reported a time 
saving of over 45 minutes a day per blaster using the Tear off Lenses system which 
results in increased productivity.

Features and benefits:
● Removable head suspension
● Sturdy visor frame with integral molded hinge
● Optional tear-off lens available
● Low flow indicator
● Hand strap
● Abrasive resistant polyethylene helmet shell
● Flexible breathing tube
● Flow control valve
● Replaceable cape cover band
● Durable nylon cape

ORDERING INFORMATION
Part no. Description

4600000 Astro blast helmet, consist of helmet assembly, breathing tube, regulator and nylon cape

4600100 Astro blast helmet, same as above only with leather cape

ASTRO Parts List

Item Part no. Description

01 4600300 Visor

02 4600400 Visor strap

03 4600500 Cleat

04 4600600 Gasket seal

05 4600700 Suspension clips (set of 4)

06 4600800 Head suspension

07 4600900 Inner lens (set of 10)

08 4601000 Outer lens (set of 50)

4601001 Tear-off lens (set of 50)

09 4601100 Cape coverband

10 4601200 Cape   nylon

4601300 Cape leather

11 4601400 Breathing tube

12 4601500 Air inlet assembly

13 4601600 Flow control valve

14 4601700 Belt and buckle

Optional Accessories

Part no. Description

4320001 CCT Climate Control Tube complete with belt and re-
gulator. Fits directly to breathing tube of Nova Blast 
Helmet to supply a continuous flow of cool or warm 
compressed air to your blast helmet.
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Airblast Helmet Air Filter (HAF) is designed to remove oil mist, water vapour and 
particulates down to 0.5 microns from breathing grade compressed air. The Airblast 
Helmet Air Filter meets OSHA regulation 1910.94 (6) (ii), requiring a trap and carbon 
filter be installed and regularly maintained to remove objectionable odours, as well 
as water, oil mist and other particulates. The Airblast HAF is supplied incl. pressure 
reducing valve to reduce the pressure to the requirements of supplied air respirators, 
providing that the inlet pressure does not exceed 8,6 bar (125 PSI).

Advantages
One filter suitable for multiple respirators, up to 6 users• 
Polypropylene filter cartridge casing eliminates corrosion hazard• 
Filter cartridge lasts up to 3 months (based on 40 hours week)• 
Filters can be floor or wall mounted• 

Helmet Air Filter for 1 - 6 users

ORDERING INFORMATION
Part no. Description

4300000 HAF-I Helmet Air Filter for 1-2 users

4320000 HAF-II Helmet Air Filter for 1-6 users

HAF Parts List

Item Part no. Description

01 4301000 3/8” Tee - brass

02 4302000 3/8” Pressure regulator

03 4303000 Pressure gauge

04 4304000 3/8” Pressure regulator – high flow (optional)

05 4305000 Pressure gauge – high flow (optional)

06 4306000 Pressure relief valve

07 4307000 Filter cover for 1 or 2 users HAF

08 4308000 Filter cover for 1-6 users HAF (optional)

09 4309000 Outlet manifold for 1-6 users (optional)

10 4310000 Filter housing

11 4311000 O-ring (set of 2)

12 4312000 Bolt (set of 4)

13 4313000 Base / Wall mount

14 2175200 CCC-38/I Quick coupling 1 or 2 users

15 2174200 CCC-38/O Quick coupling for 1-6 users

16 2225500 Hex nipple 1”

17 4250401 Filter cartridge for HAF

18 2170400 KAG-10 Quick coupling 1”outer thread

19 4316000 Drain valve - brass

Delivery includes

HAF Assembly, pressure regulator, pressure relief valve, bracket 
for stand or wall mount, drain valve and filter cartridge.

Helmet Air Hose - Optional

Part no. Description

2527000 Helmet Air Hose 3/8” - 9 mm ID (9 x 16), 10 bar working pressure

2527400 Helmet Air Hose 3/8” - 9 mm ID (9 x 16), 10 bar working pressure, coupled 5 meters

2527500 Helmet Air Hose 3/8” - 9 mm ID (9 x 16), 10 bar working pressure, coupled 20 meters

2527700 Helmet Air Hose 3/8” - 9 mm ID (9 x 16), 10 bar working pressure, coupled 40 meters
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ATSD(X) Tungsten Carbide Blasting Nozzles

ORDERING INFORMATION

Part no. Description Orifice Lenght Inlet

2001000 ATSD–3 TC Nozzle with fine thread 4,8 mm 135 mm 25 mm

2002000 ATSD–4 TC Nozzle with fine thread 6,4 mm 135 mm 25 mm

2003000 ATSD–5 TC Nozzle with fine thread 8,0 mm 145 mm 25 mm

2004000 ATSD–6 TC Nozzle with fine thread 9,5 mm 170 mm 25 mm

2005000 ATSD–7 TC Nozzle with fine thread 11,0 mm 200 mm 25 mm

2006000 ATSD–8 TC Nozzle with fine thread 13,0 mm 230 mm 25 mm

2007000 ATSDX–4 TC Nozzle with fine thread 6,4 mm 135 mm 32 mm

2008000 ATSDX–5 TC Nozzle with fine thread 8,0 mm 145 mm 32 mm

2009000 ATSDX–6 TC Nozzle with fine thread 9,5 mm 170 mm 32 mm

2010000 ATSDX–7 TC Nozzle with fine thread 11,0 mm 200 mm 32 mm

2011000 ATSDX–8 TC Nozzle with fine thread 13,0 mm 230 mm 32 mm

2012000 ATSDX–10 TC Nozzle with fine thread 16,0 mm 230 mm 32 mm

2013000 ATSDX–12 TC Nozzle with fine thread 19,0 mm 230 mm 32 mm

2014000 ATSD–3/50 TC Nozzle with large thread 4,8 mm 135 mm 25 mm

2015000 ATSD–4/50 TC Nozzle with large thread 6,4 mm 135 mm 25 mm

2016000 ATSD–5/50 TC Nozzle with large thread 8,0 mm 145 mm 25 mm

2017000 ATSD–6/50 TC Nozzle with large thread 9,5 mm 170 mm 25 mm

2018000 ATSD–7/50 TC Nozzle with large thread 11,0 mm 200 mm 25 mm

2019000 ATSD–8/50 TC Nozzle with large thread 13,0 mm 230 mm 25 mm

2020000 ATSDX–4/50 TC Nozzle with large thread 6,4 mm 135 mm 32 mm

2021000 ATSDX–5/50 TC Nozzle with large thread 8,0 mm 145 mm 32 mm

2022000 ATSDX–6/50 TC Nozzle with large thread 9,5 mm 170 mm 32 mm

2023000 ATSDX–7/50 TC Nozzle with large thread 11,0 mm 200 mm 32 mm

2024000 ATSDX–8/50 TC Nozzle with large thread 13,0 mm 230 mm 32 mm

2025000 ATSDX–10/50 TC Nozzle with large thread 16,0 mm 230 mm 32 mm

2026000 ATSDX–12/50 TC Nozzle with large mm thread 19,0 mm 230 mm 32 mm

The standard size thread of the nozzle is 50 mm, which is indicated by /50 in the part number. Without this indication the nozzle has 
a fine thread of 41 mm.

See page 204 and 205 for technical info such as nozzle pressure, service life, air requirement/volume, etc. 

The ATSD(X) range comprises of Tungsten Carbide lined long venturi nozzles with 
Aluminum Jackets. Tungsten  Carbide is the liner material of choice for the majority 
of contractors due to long life and impact resistance -  the Aluminum Jacket adds 
to the rugged character of the nozzle. Long venturi nozzles are used in standard 
applications in which the blaster operates at a distance of more than 30 cm (or 12”) 
from the surface. 

The ATSD nozzle has a 25 mm (1”) inlet and the ATJDX has a 32 mm (1¼”) inlet - 
both are available with a standard large thread (/50) or fine thread. 

Airblast high velocity long venturi style nozzles have been designed to maximize 
blast cleaning rates and provide uniform abrasive distribution. The venturi design 
accelerates the air / abrasive mix as it exits the nozzle providing additional momen-
tum – this can increase productivity and reduce abrasive consumption by up to 40% 
when compared with straight bore nozzles.
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The Airblast Blast Hose range is comprised of the highest 
quality hose manufactured in the most popular diameters 
and available in two executions. All Airblast Blast Hose 
features an antistatic outer case and a lightweight internal 
knitted nylon ply – this gives the optimum combination of 
durability, cost and safety.

Executions
Heavy execution: Most popular blast hose with excellent tube quality making it suitable for use with all abrasives.
Extra heavy execution: Premium quality blast hose especially suitable for use with sharp edged hard abrasives.

Features
- Long service life due to wear resistant inner tube
- Antistatic construction prevents the build-up of static electricity
- SBR cover in black colour with cloth effect finish

Specifications
Cover : SBR, black, antistatic, cloth impression
Reinforcement : Textile wrapped
Tube : NR/SBR/BR, black, smooth, antistatic, abrasion resistant
Working pressure : 12 bar
Safety Factor : 3.5 : 1
Temperature range : -35°C. / +80°C.
Wear factor : Heavy Execution = 50 mm³ (according to DIN ISO 4649:2006)
  Extra Heavy Execution = 36 mm³ (according to DIN ISO 4649:2006)

Standards: Exceeds EN ISO 3861:2008.

ORDERING INFORMATION

Blast Hose - Heavy Execution

Part no. Description
ID OD

in mm
Wall width

in mm
Weight approx.

kg./mtr.
Available

lenghts in mtr.mm inches

2506000 Blast Hose 13 x 7 13 ½” 27 7 0,50 5 / 10 / 20 / 40

2506100 Blast Hose 19 x 7 19 ¾” 33 7 0,65 20 / 40

2507000 Blast Hose 25 x 7 25 1” 39 7 0,75 20 / 40

2508000 Blast Hose 32 x 8 32 1¼” 48 8 1,10 20 / 40

2509000 Blast Hose 38 x 9 38 1½” 56 9 1,45 40

2510000 Blast Hose 42 x 9 42 1¾” 60 9 1,65 40

2511000 Blast Hose 50 x 11 50 2” 72 11 2,20 40

Blast Hose - Extra Heavy Execution

Part no. Description
ID OD

in mm
Wall width

in mm
Weight approx.

kg./mtr.
Available

lenghts in mtr.mm inches

2512000 Blast Hose 13 x 7 13 ½” 27 7 0,50 5 / 10 / 20 / 40

2502100 Blast Hose 19 x 7 19 ¾” 33 7 0,65 20 / 40

2513000 Blast Hose 25 x 7 25 1” 39 7 0,80 20 / 40

2514000 Blast Hose 32 x 8 32 1¼” 48 8 1,10 20 / 40

2515000 Blast Hose 38 x 9 38 1½” 56 9 1,50 40

2516000 Blast Hose 42 x 9 42 1¾” 60 9 1,65 40

2517000 Blast Hose 50 x 11 50 2” 72 11 2,40 40

Blast Hose
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