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Features...

Simple
�  Dedicated stand-alone unit is ready to measure right out of the box
�  Up to 4x faster measurement speed† — ideal for moving lines and 
    swinging parts
�  Easy-to-read digital display with a simple, icon based menu
�  Hand-held, battery operated
�  Ergonomic and lightweight
�  No calibration adjustment required for most powders
�  Target Grid simultaneously displays distance to the part and 
    alignment, making measurements easy
�  RESET feature instantly restores factory settings

Durable
�  Solvent, acid, oil, water and dust resistant — ideal for harsh
    powder coating environments
�  Hard-shell carrying case included 
�  Replaceable screen protects the sensor
�  Two year warranty

Accurate
�  Conforms to ASTM D7378
�  Improved sensor technology allows easier measurement on small tubes, 
    odd shapes and moving parts
�  Easy 1 and 2 point calibration adjustment options with Cal Reset to improve 
    accuracy on unusual powders or substrates

Versatile
�  No cable to risk disturbing applied powder
�  Mils/microns switchable 
�  High contrast color display 
�  Adjustable display brightness for optimal visibility in any environment
�  Toggle sound On and Off
�  Uses alkaline or rechargeable batteries
�  Measures nearly any powder on unblasted substrates 

Powerful
�  Storage of 999 readings with onscreen averaging. Stored readings can be
    downloaded to PosiSoft Desktop software
�  Scan Mode continuously takes measurements — ideal for analyzing large 
    areas  
�  USB Keyboard Mode emulates keystrokes to easily stream readings to 
    a PC or PLC
�  USB port for fast, simple connection to a PC and to supply continuous power
�  Software updates keep your instrument current

Conforms to ASTM D7378

Non-contact coating thickness gage measures 
uncured powder and predicts cured thickness.

Ordering Guide

PosiTest PC PC-B

Powder Inspection Kits

Powder Checker

Specifications

Range* 20 – 100 µm (0.8–4.0 mils)

Resolution 1 µm (0.1 mil)

Accuracy ±5 µm (±0.2 mil)

Measurement Time 1–3 seconds

Measurement Distance to Powder 19 mm (0.75 inch)

Measurement Area 2 mm (0.08 inch)

* Based on TGIC-Free polyester powder.

Size: 241 x 64 x 51 mm 
(9.5” x 2.5” x 2.0”)

Weight: 180 g (6.4 oz.) 
without batteries

GAGE COMES COMPLETE
with probe Zero Fixture, 4 AAA batteries,
flat-head screwdriver, instructions,
replacement probe screen, protective
lens shield, USB cable, hard shell
case, two (2) year warranty

PosiTest PC Introductory Video
Measuring Uncured Powder Coating
Thickness with the all-new PosiTest PC 

Complete solutions for measuring
powder coating before and after cure
Each kit contains: 
�  PosiTest PC Uncured Powder Thickness Gage
�  Choice of dry film thickness gage
�  Two DeFelsko Powder Combs 
    (models 1 and 4)
Select from 6 pre-configured kits or build 
your own at www.defelsko.com/PCKits
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† Versus the previous generation PosiTector PC Powder Checker
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Suite of Software
Powerful ways to view and report your PosiTector and PosiTest data

Powerful desktop software for downloading, archiving, and reporting
measurement data.

n Import readings directly from the gage 
via USB, WiFi, or legacy PosiSoft  
Desktop versions

n Jobs feature consolidates batches into 
groups to keep measurement data 
organized and to quickly create 
multi-batch reports

n Fully integrates with PosiSoft.net—
backup and synchronize jobs, batches, readings, and report templates to the 
cloud (see inset at right)

n Export readings as .csv (comma separated value) files for easy import into 
Excel and other spreadsheets

Fully-featured mobile app that connects to
the PosiTector SmartLink, PosiTector
Advanced gages, and the PosiTest AT-A.

n Auto pairing Bluetooth BLE connection
n Add images and notes to individual readings 

or batches directly from your device
n Email readings as .csv (comma separated 

value) files for easy import to Excel 
and other spreadsheets.  

n Synchronize readings with PosiSoft.net— 
backup and synchronize jobs, batches, 
and readings to the cloud (see inset below)

PosiSoft

Prompted Batch Mode
Create pre-defined batches with onscreen
text and image prompts for each reading
and upload to PosiTector 6000, 200, and
UTG gages (Advanced models only). 

n Ideal for ensuring a consistent 
measurement pattern for repetitive 
jobs or when specific measurement 
locations are required

PosiSoft Desktop — PC/Mac
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PosiTector App — iOS/Android 

A simple gage interface to retrieve data in a
manner similar to USB flash drives or cameras. No
software to install or internet connection required.
Measurement data can be printed quickly from a
formatted HTML report or exported in .csv format
for further analysis in spreadsheets.

PosiSoft USB Drive — Gage based

Professional, Custom Reports
n Compile single or multi-batch reports from 

multiple probes and instrument types 
n Add pictures, screen captures, notes, and 

more with an onscreen live preview
n Instantly create professional reports from 

pre-formatted report templates 
n Design custom layouts and templates—add 

custom cover pages and logos, and choose 
to display charts, histograms, and/or 
individual readings

n Drag-and-drop Custom Fields mode—import 
PDF forms and overlay fields to automatically 
populate inspection data

Mobile Reporting Solution
n Compile single or multi-batch reports from multiple 

probes and instrument types 
n Add pictures, screen captures, notes, and more 
n Email pre-formatted or custom reports from your 

device instantly

n Upload measurement data directly from WiFi-connected PosiTector 
Advanced gages from anywhere in the world—no software required 

n Synchronize and share measurement data across multiple computers 

Ideal for…
l Users with multiple computers, instruments, and office locations
l Inspection companies managing data from multiple inspectors

n Login from PosiSoft Desktop to synchronize all measurement data and
stored report templates from your account

PosiSoft.net Web Viewer Review measurement data
and print simple, pre-formatted PDF reports from any
web browser—no software installation required.

PosiSoft.net
Secure storage of measurement data in the cloud.

compatible with PosiSoft Desktop and PosiTector App

PosiTector and PosiTest AT-A instruments can integrate with third-
party software, drones, ROVs, PLCs, and robotic devices using
several industry-standard communication protocols including:
Bluetooth 4.0, WiFi, Keyboard mode, and USB serial.

PosiTector Developer Resources

lBluetooth 4.0      lWiFi      lKeyboard Mode      lUSB Serial
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